NOTE:

SAFETY CHAIN
MOUNTING WHITE ~WASHERS TO BE APPLIED IN ALL APPLICATION WHERE
250-025179 PAINTED SURFACES CONTACT BOLT HEADS & NUTS
GRND PAINTED ~GROMMET TO BE APPLIED WHERE NECESSARY TO
TRLRS ONLY PROTECT WIRING
290-021969
00001514 250-02889] > OWN ~AXLE MTG RTOP OBOTTOM OF SPRING
250.09 1402 000151 o N Y &%27%235 % ~SPRING MTG TOP IN FRONT, BOTTOM IN REAR
290-001549 = \250-0288%90 ® 300-022475
N .50x4.00" BUNK
290-002608 (\..";\‘ S OVERHANG:
.38 NAR t\‘ 250-022257
290-011847 g
G125 N i% 250-024436 Ow‘l
2500130177 § !'I“*" 290015231
SEE DETAILB” [} CRG .50x4.50"
\V @
250-027992 290-023061
250-028691 .53 DELRIN
SEE DETAIL A 250-013084 250-015202 y
— 250-022476 290-002635 290.001522
250-022257 31 L%COKOV;:YSSR R
- 290-002614 -035256
50 WIDE -31X1.50" SCREW
250-022229 290-001543
250-023120 250-027684 -50x3.50"
290-016369 250-022526 290-011676
300-035210 900-091513 .38x2.06x4.00"
- 290-002540
.50x2.06x4.50"

290-023119
.31x1.55%x3.25"

250-023124
290-002608

.38 NAR
290-001423
.38x1.00"

250-015327 290-011847

38x1.25"
250-025079
290-001435—Lol$
.38x3.00" '
290-001537
:50x3.00"
290-001543
50x3,50"
350-031423
250-031426

290-002485

.50x3.06x4.25"
250-023692

®

250-033171

°
290-023740 /

250-022511

250-028366
250014861 444 59933
290-014674
.50x2.06x4.00”
250-027978

250-022482

25 = 250-022257
59 VL7 N> 50 250-015328

WSHR FNDR 250-031133
7z

250-016376 & 250-028364

290-015328

50 NAR

290-013381 250-027977
250-028365
300-029561
480X12B DESCRIPTION:

290-031564
.50" LUGNUT
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