SAFETY CHAIN
MOUNTING

NOTE:

~WASHERS TO BE APPLIED IN ALL APPLICATION WHERE
PAINTED SURFACES CONTACT BOLT HEADS & NUTS
~GROMMET TO BE APPLIED WHERE NECESSARY TO
PROTECT WIRING

HITE
250-02954%
GRND PAINTED N\
TRLRS ONLY _ A
290-021969 =S

N /290-001516 ' OWN - "
"2l DETAIL A 250023735 SEE TRSN AXLE MTG INFO PAGE 14" T&W
250-091408 290-001549 - 220~
4 250-032135
-50x4.00 300-017571
290-033636~_ % 250-022276 250-022387
29%40,?3‘/2587 's%b <
W50 NS ' NN 250-024421 790,001 567 BUNK
o 250-021837 0015 OVERHANG:
==
250-028691 250-013084 =
250-022725 SEE
250-028633 /Serall A 250-034401
290-028823
38x4.06x4.00" SEE DETAIL B 250-022047
290-017329 290-002635
250-021004 :69 DELRIN .31 LOCK WSHR
250-021442 A\ .25%033%3] ‘ 31X1 25%9_?8??%5\/3
900-091513 250-010093 '
300-033426 250-014769
250-021786
250-033163 290-001555
.50x4.50"
DETAIL B \
250-022725 \
PRNAR N 250-027064
29%§0,\{§§28 290-002614 :
50 NAR .50 WIDE . 250-025170
290-001423 290001564 290-021380 h g 250-024938
.38x1.00" :50x5.00" 50x2.06x5.50" NN ‘
250-023722 } <
290-015566 250-023921 /w N'/’
.50x3.06x5.25" GALV TRLR ONLY > S
250-011535 ,/,%\ 250-032132
290-001616 ")\ 290001425
56x3.50" pARYY
250-032127 250-023716 250-023726 -50x1.
250-0321 30% 250-023719 290-017771
25X1.0Q" SCREW
> ' 255892934
M 20) > 290-001537
290-023740 250-023715 250-016376 ¢\ .50x3.00"
WSHR FNDR 290-015328 290-015328
290-011847 50 NAR .50 NAR
38x1.25 250033171 250-010896 250-022257
290-001549 250-052133
_50x4.00" 250-024939

290-031564
.50" LUGNUT

DESCRIPTION:
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